NOTE: |. REMOVE ALL LOOSE SEALANT ON PREMOLDED BOOT FLANGE AND AT PIPE

2. WIPE FLANGES, EXISTING MEMBRANE, TOP OF BOOT, EXISTING SEALANT AND
VENT PIPE WITH MANUFACTURER'S RECOMMENDED CLEANING SOLUTION AND
RINSE THOROUGHLY

3. INSPECT BASE FLANGE OF BOOT. CLEAN AND RE-ADHERE ANY LOOSE AND
NON BONDED LAFPS

4. APPLY SPLICE ADHESIVE PRIMER TO EFPDM TO RECEIVE COVER STRIPS AND
SPM LAP SEALANT

5. REPLACE ANY MISSING OR DETERIORATED STAINLESS STEEL CLAMPING RINGS

6. FOR SIM. CONDITION PENETRATION IS A 'B' VENT AND SHOULD BE REFLASHED
AS SHOWN BELOW

| O-07-2004

2004-00 |

EXISTING PREMOLDED FPIPE BOOT

APPLY SPLICE ADHESIVE OVER VENT PIPE EXISTING CONDITION
EXISTING SEAM PRIOR TO COVER
STRIP APPLICATION

EXISTING EPDM
CLEANER \
/

NEW SPM LAP SEALANT

5" MINIMUM SEMI CURED EFPDM
SELF ADHERING COVER STRIPS, o
4 PIECES AROUND PIPE

SPM LAP SEALANT.
BOTH EDGES ————~—
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EXISTING ROOF DECK. \\
LEGEND

EXISTING PLUMBING PIPE _— | | e CLEANER. VENT PIPE AFTER RENOVATION

PENETRATION —— SPLICE ADHESIVE

L~
\X 7\ LAP SEALANT

7T\ VENT PIPE FLASHING RENOVATION DETAIL
@ EPDM ROOFING ASSOCIATION I-1/20= |0

FULLY ADHERED ¢ BALLASTED EFDM ROOF SYSTEMS

VENT PIPE FLASHING RENOVATION DETAIL




