NOTE: |I. WASH SIDE OF CURB TO 1&" OUT FROM CURB WITH
MANUFACTURER'S RECOMMENDED CLEANING SOLUTION
AND RINSE THOROUGHLY

APPLY SPLICE ADHESIVE TO CLEANED EPDM

PROVIDE PREMOLDED SELF-ADHERING CORNERS

w

REMOVE EXISTING SCREW FASTENER AND
INSTALL NEW STAINLESS STEEL SCREW
FASTENERS W/ NEOPRENE WASHERS

60 MIL EPDM FLASHING. CUT
OUT FLANGE CORNERS

EXISTING EPDM FLASHING -
RE-ADHERE WHERE LOOSE

SPM LAP SEALANT.
6" SEAM TAPE

5" MIN. SEMI CURED EFDM SELF
ADHERING COVER STRIP
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= —— EXISTING EFDM
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EXISTING UNIT- LIFT
TO ALLOW FOR THE
INSTALLATION OF NEW

EPDM FLASHING /

EXISTING ROOF

CURB |/
EXISTING ROOF
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ROOF CURB EXISTING CONDITION

ROOF CURB AFTER RENOVATION
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FULLY ADHERED & BALLASTED EFDM ROOF SYSTEMS

ROOF CURB FLASHING RENOVATION DETAIL

1\ ROOF CURB FLASHING RENOVATION DETAIL
/WI@\ EPDM ROOFING ASSOCIATION I-1/2"=1"-0"




